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November 17, 1972

This Interim Federal Specificationwas developed by the General
ServicesAdministration,Federal SuPPly Service, Washington,D .C.
2041C6,based upon currently available technical information. It
is.recommendedthat GSA offices .s. it in Procurement .D* fO~ard.
recommendations for cba”ges to the prepa,i”g activity at the
address shown above.

1... SCO~ KID CIASSIYICATION

.,. 1.1 Scope. ~his specificat%ori,coversthe requirementsfor Oeneral Services Administrateion flags
for inte=(set) and exterior use.

1.2 Classification.

&pes, styles, headings, and sizes. unless otheraise specifiedthe flags shall be of the
f.l;$~~g types, styles, headi.gs.afldsize$, E. specified (see !5.2):

Type 1 - Interio~ (set - includes,pole, stand, fringe, cord and tassel, eagle ornsme”t).
Style A - Applique.
Heading - Tube or tunnel type.
Size 1. - 9 foot pole (4,4” x 5-6” nag).
size 2. - 8 foot pole (3( x 5, flag).

Type 11 - Exterior (storm flag).
Style B - FTint.
Heading - With distance line and thimbles.
size 1. - 5< x 9’6”
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2. APPLICABLE DCCOJ.ETW’S

2.1 The following documents,of the issues.ineffect on date .f invitationfor bids or request for
proposal, form a Part of this specificationto the extent specified he?ein:

Federal Specifications:

v-T-276 - ‘rhread,Cotton.
CCC-C-458 - Cloth, Flannel, Cotton.
CCC-c-476 - Cloth, Bunting, NY1o”; And NY1o. and WOO1.
DDD-F-41O - Flag, National, United States of America, Set.
DDD-F-416 - Flag, Nation?l, united States of tierica, and F1ag, UniOn Jack.

Federal standards:

Fed. std. No. 191 - Textile !CestMethods

(ActivitiesoutEide tbe Federal Governmentmay obtain copies of Federal Specifie.~ions, Standards,
and Sandbooks as outlined‘underGeneral Inf.r~t ion.i. the.Index of Feder.1 SPecifica*iOnsand ‘
Standards a“d at the prices indicated in the Index. The.Index, which i“cl.des cumulativemonthly
supplementsas issued, is for sale on a subscriptionbasis by tbe Superi.te.demtof Documents, U.S.
Government Frinting Office, Wa.hi@ On, ~ 204@.

(Single copies of this specificationand other Federal Spe.i~ications required by activities outside
the Federal Government fir bidding purposes z.,.available without cbar8e from Business Service centers
at the General ServicesAdministrationRegional Office in Boston, New York, Washington, ~, Atlanta,
Chicas., Kansas City, MO, F.rt Worth, Sa. Francisco,.LOS Angeles, and Sea*tle, wA.

(FederalGovernment activities may .btain copies of Federal specifications,Stamianis,and H.ndbooks
emfithe Index of Federal Specificationsand standards from establisheddistributionpoints i“ their
agencies.)
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MilitaT specifications:

HIL-C-6&- Cloth, Sayon, tanner.

(Copies Of Military Specificationsand Standards required by suppliers in conmction with specific
procurementfunctione should be obtained from the procurir.gactivity or as diI’ectedby the contracting
officer.)

laws and Regulations:

Federal !fradeCommission %bliea+ion:

Rules aud Re&ulaticmsUnder the Textile Fiber Eroducts I“de”tification Act (16 CFR 303).

(CoPieS~ybe obtii”edwithout ch.rge from the Federal Trade commission,Washington,DC 20580.)

2.2 Gther publications.,The following publicationsOf the issues in effect on date of $nvitati.n
for bids form . part of this specification.

National Motor Freight Traffic Association, Incorporated, ent:

National Motor Freight Classification.

(Applicationfor copies should be ‘addressedto the American Tr.cking Association, In.., Tnriff
order Section,1616P Street, N.W., Wasbimgton,Dc20036.)

Uniform ClassificationCommittee, A~ent:

Uniform Freight Classification.

(Applicationfor copies should be addressed to the Uniform ClassificationCommittee, Boom 1106,
222 South Riverside Plaza, Chicago, IL 6C606.)

Standard Color Card of America.

(Applicaticmfor copies should be e.ddressedto the Color Association .? the United States, Inc.,
2CQ Wadis.” Avem., New York, NY 1cQ16.)

3. RSO.UIKSi!llNTS

3.1 Freproductionsample. When specified,before production is Commemed, a preproduction sample
of the flag set shall be submittedto the contractingofficer for approval.

3.2 Figure. Figure 1, incorporatedin this specification,ii furnished for guidame to the
contractor. In the event of differencesbetween the written specificationand figure 1, the written
specificationshall govern.

3.3 Wateriels.

3.3.1 Type 1 Interior .

3.3.1.1 =. ~h~ bunting cloth for tYPC I Interior flag set includingthe cloth for the pyramid-
eagle design, lettering,and bend shall b, in accordame with MIL-c-6c6.

3,3.1.1.1 color. The CO1OI’I%, the basic cloth shall be blue, matching Cable No. 70087 of tbe
standard Color Card of America. The color of the appliqueing cloth for syramid-eagle,band, and
lettering shall be white, matching Cable No. 70001 of the Standard Color Card of America.

3.3.1.2 Heading (tunneltype). The hearlingshall be i“ acco?da”cewith toe II, class 1 of
DDD-F-416, except that cotton cant.. flannel cloth in conformancewith type IV, class 5 of CCC-C-458,
cut 5-1/2 inches wide may be used .s ..’alternate i“ lieu of the cottc,n sheeting.

3.3.1.3 Sewing thread. The thread used for sewing shall be mercerized cotton, white in color,
conformingto type IC1, 3 Ply,ticket No. 00 of v-T-276for attaching the fringe and appliqueing,and
black or dark blue thread, IC2, 3 ply, ticket No. 00 of v-T-276 for hemming the tunnel.
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3.3.1.4 F=. TIIefringe shall b, in .C.ord?n.,:with DDD-F-l~10cx.wt f.? COIOr which .hall be
white matching Cable No. 70001 of the Standurd Col.r Card of AmericR.

3.3.1.5 cord and Tassels. The cord and tassels shall be in .cc.nfe.c. with DDD-F-41O eXCePt for
color which shall be white matching Cable No. ‘70001of the Standard CO1OT Card of America, with no
colorfast requirements, and the tassel fringe shell contain mt less than 52 shots of bullion.

3.3.1.6 Pole, flag. The pole for the flag shall be in accordancewith DDD-F-41O.

3.3.1.7 Eagle ornament. The eagle ornament shall be in accordance with DDD-F-b10.

3,3.1.8 -. TIM stand shall be in .9Ccoraa.ncewith DDD.F-b10.

3.3.1.9 Hardware finish. The finishof the hardware includingthe materials of varnish and
lncquer shall be in accordancewith DDD-F-41O.

3.3.2 Type 11 Exterior .

3.3.2.1 cloth. The bunting cloth for t~e II - Exterior flag shall be type I, class B - heavy--
weight nylon 1. accordancewith CCC-C-476. The color shall be blue, Cable No. TCW8Tof the standard
color Card of America.

3.3.2.2 Headin~~. The beading shall be in accordance with type I,
class la of DDD-F-41b.

3.3.2.3 Sewing thread. !Cbesewing thread used i“ fabricatingtbe flag sbdl be polyester in
accordancewith the requirementsof DDD-F-416.

3.3.2.4 Distaoeeli”es. The distance lines for class la heading shall be i“ accordance with
DDD-F-416.

3,3.2.5 ~. Tbe thimbles shall be i“ accordancewith DDD-F-4L6.

3.4 Design. !fbeoverall design”and proportions of the flag shall be in accordancewith Figure 1,
and as s=ed hereinafter.

3.5 Construction.

3,5.1 Type 1 (Interior). The flag shall be fabricatedwith double cloth (cut in separate identical
Pieces of face and back) and secured by means of the required e.ppliq”eingand fringe attachment. The
tunnel heading (3.3.1.2) shall be attached to the hoist end of the flag.

3.5.1.1 Stitches, sezms, a“d @.itchiDg. The stitcbe., seams and stit.biog shall be in accordance
with DDD-F-41O,as applicable,and as hereinafter specified.

3.5.1.1.1 Appliqwei”g stitch. There shall be not less than 50 appliqueing stitches per inch with
a l/16 inch throw, in application of the band, lettering, and the eagle-pyramidsymbol.

3.5.1.2 I,ettering, The”lettering for flag size 4 <4” x ?’6” shall be in block form, made from
white cloth ‘ied in 3.3.1.1, located at the bottom of the flag with the base of the letters
6 z llbinches fronithe inside edge of the woven heading of the fringe “and~ LI[4 inches from the
hoist ..6 fly edges. The lettering shall read “G3TNEPALSESVICES ADMIIiISTRATION”reading from left
to right 0. face and back of the flag. Letters shall measure 2-3/8 ~ l/16 inches i“ height end tbe
letter sesinentsshall measure 3/8 ~’L/16 inch in width. Lettering and its.location for other size
flags shall be i. direct propotiionto those for size 4’4” x 5,6” flag.

3.5.1.3 Horizontalband. A horizontal band of white cloth, 3.3.1.1, measuring 1-7/8 L 1/16 inches
wide,shall be located cm the face and back of the flag, 14-1/2 ~ 11~ inches from the bottom of the
flag when measured from the inside edge of the fringe up to the bottom edge of the white bend for size
G,411, 516”, Tbe band hall extend from the seam of the tunnel heading to the inside.edseof the
fringe on the fly end. The width of the band and its location m otbe= size flags shall be in dir~ct
proportiontO the req.ireme.tsfor’~ize 4’4” x 5’6” flag.
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3.5.1.4.
i,k

Fyramid .Dd ea@e. The Pyramid and ,eagl design shall hc located o“ the fly end of the
flag, facing the flag heading, on both face and back uf’the flag, end shall b. mad. from white cloth i
i“ accordancewith 3.3.1.1. The periphczw of the top portion of the UV&CrS wing shall measure 9-3/4

-@

-.,
L 1/8inches from the insideedge of the fringe at the top of the flag; and the back of the eagle at
the extended periphery shaLl measure 5-1/2 ~ 1/8 inches from the inside <?dgeof the fringe at the fly ‘
end. The periphem of the base of tbe Phyramid shall be 32-3/b ~ L/b inches from the seam of the
tunnel heading. The dimensions and the location of the pyramid and eagle on other size flags shall
be in direct proportion to the requirementsfor size k’b” x 5~6° flag.

3.5.1.5 Fringe attachment. The fringe shall extend tbe full extremity of the top, bottom, and fly
edges of the flag and shall be attached to the flag in accordance with DDD-F-416.

3.5,1.6Dimensions.Thedimensionsof size 1 flag shall be b feet 4 inches for the hoist le@h
and 5 feet 6-r the fly length. The dimensions of si%e 2fle.g shall be 3 feet for the hoist
length End 5 feet for the fly iengtb. A tolerance of plus or mitnm 5.0 percento. .11 above dimen-
siom will be allowed.

wL~”~;~-F~” “
!fheflag shall be fabricated from cloth, 3.3.2.1, and in accord.”ce

as applicable,a“d .s specifiedhereinafter.

3.5.2.1 Stitches, seams, a“d stitching, The stitches, seams, and stitching shall be in accord~nce
with DDD-F.iJ16, .s applicable,a“d as hereinafter specified.

3,5.2.2 Lettering,horizontal bami, and pyramid-eagle. The lettering of “GEIJEBALSESVICES
ADMINISTBATIUN”j the bori.ont.l band, and the Pyramid-eatie silhouette shall be accomplishedby
sc?ee” printing, discharge printing or resist printing. The lettering on the face side shall read
from left (beading)to right.

3.5.2.2.1 !fheoutlines of all printing shall hav~ even edges showing “o signs of feathering or
distortion. The lettering shall be straight and evenly spaced. The location and dimensions of tbe
prints for flag size 5 feet hy 9 feet 6 inches or other required flag sizes shall be in direct Pro-
portion to requirementsfor flag siz. 4 feet b inches by 5 feet 6 inches contained in paragraphs
3.5.1.2 through 3.5.1.b, All printing shall show clear distioct strike-throughto the back side of
tbe flag, matching the brilliance Of tbe face Printing.

3.5.2.3 Reinforcementpet.hes. The Fei”forcement patches for the hoist e“d of the flag shall be
in sccord%ncewith DDD-F-41b, except that patches may be either square, triangular, or rectangular i“
shape and the shortest segment of the patch shall be not 1.ss than 4 inches in length. .!B

3.5.2.4 Dime”sioms. The dimensions of size 1 flag ehall be 5 feet for the hoist length and 9 feet
6 inches for the fly length. Other specified flag sizes shall be itIaccordancewith those proportions
cmta ined in DDD-F-k16. Tolerances on dimensions shall be in accordancewith DDD-F-416.

3.6 workn!anshi~.Type I finished flags shall conform to the quality and grade establishedby
this specificationand DDD-F-41O. Type 11 finished flags shall COafmm to the quality and grade
establishedhy this specification and DDD-F-&16. &currence of defects shall “o* exceed the applic-
able acceptablequality levels.

4, QUAL~ ASSUFAliCEPROVISIONS

4.1 The qual:ty assurance provisions for types I and 11 flags shall be in accordancewith
DDD-F-41O and DDD-F-416, respectively,and as applicable, except as specified hereinafter.

b.1.l Classificationof Aefects (type 1]. Table IV of DDD-F-41o shall apply except under the
colti” “Examine”delete “Stars” and all applicablematerial and substitutetbe following:

Examine Defect Major Minor

Appliqueing (eagle, APPLiqu~~Us on only one side
pyramid, band, nnd Appliquelog cloth “d as required
lettering)

:
Appliqueing stitching not trimmed x
Broken Stitches x
Not applied as required x
Less than required stitches per inch x
Not block type lettcrins x
Incorrect 1etterin5 x
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Examine Ik:i’cct Major Minor

Lettering !lOt,VCIIIY,Pllced x
Dinmrmion of lctterz incorrect x
Em@ not extended full len@h x
Band dimem ions inci,rrcct x.
Extremepuckering of cloth x
Eagle and pyramid distorted and out
or proportion x

Triuting (eagle, Not block type printing x
pyramid, bmd””and Incorrect lettering x
lettering) Lettering not evenly spaced

x.

Dimensions of lettering incorrect X
Band not extended full length x
Sand dimemiom incorrect x
Edges of printing show feathering and
distortion x

E’aglemd pyumiddistort.ed and out
of proportion x

Strike-throughof printing not distinct
and not matching brilliance of face
sid.. x

5. PREPARATIONFOR DELIVERY

5.1 The prqaration for delivery for trees I a“d II flags .$h,allbe in accordancewith DDD-F-41O
and DDD-F-416, respectively,and as applicable.

‘6. NCTES

6.1 Intendeduse:Type1 flagisintendedfor use by appropriateandauthorizedGeneralServices
Mmi.i,t..ti...ffi..s.TYPeIIflagisi.tend?df..use.. .. .xte.X.rflagtobeflmn.. Govern-
mentbuildingsasdesignatedbyauthorityoftheGeneralServicesAdministr.aticm.

6.2“Orderingdata.Purchasersshould select the preferred opticmm permitted herein and i“cl”de
the following informationin procurementdocuments:

(.) Title, number, and date of specifice.tion,
(b) Type, style, heading, and size required (see 1.2,1).
(c) fic~ging and Pa.king requirements (see 5.1).

a
GSA DC 73.6350
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